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(1) The edition of the listed specification to
which the pipe was manufactured must have
substantially the same requirements with re-
spect to nondestructive inspection of welded
seams and the standards for acceptance or
rejection and repair as a later edition of the
specification listed in section I of this appen-
dix.

(2) The pipe must be tested in accordance
with subpart J of this part to at least 1.25
times the maximum allowable operating
pressure if it is to be installed in a class 1 lo-
cation and to at least 1.5 times the max-
imum allowable operating pressure if it is to
be installed in a class 2, 3, or 4 location. Not-
withstanding any shorter time period per-
mitted under subpart J of this part, the test
pressure must be maintained for at least 8
hours.

[35 FR 13257, Aug. 19, 1970]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting appendix B to part 192, see
the List of CFR Sections Affected, which ap-
pears in the Finding Aids section of the
printed volume and at www.fdsys.gov.

APPENDIX C TO PART 192—QUALIFICA-
TION OF WELDERS FOR LOW STRESS
LEVEL PIPE

I. Basic test. The test is made on pipe 12
inches (305 millimeters) or less in diameter.
The test weld must be made with the pipe in
a horizontal fixed position so that the test
weld includes at least one section of over-
head position welding. The beveling, root
opening, and other details must conform to
the specifications of the procedure under
which the welder is being qualified. Upon
completion, the test weld is cut into four
coupons and subjected to a root bend test. If,
as a result of this test, two or more of the
four coupons develop a crack in the weld ma-
terial, or between the weld material and base
metal, that is more than ¥-inch (3.2 millime-
ters) long in any direction, the weld is unac-
ceptable. Cracks that occur on the corner of
the specimen during testing are not consid-
ered. A welder who successfully passes a
butt-weld qualification test under this sec-
tion shall be qualified to weld on all pipe di-
ameters less than or equal to 12 inches.

II. Additional tests for welders of service line
connections to mains. A service line connec-
tion fitting is welded to a pipe section with
the same diameter as a typical main. The
weld is made in the same position as it is
made in the field. The weld is unacceptable
if it shows a serious undercutting or if it has
rolled edges. The weld is tested by attempt-
ing to break the fitting off the run pipe. The
weld is unacceptable if it breaks and shows
incomplete fusion, overlap, or poor penetra-
tion at the junction of the fitting and run
pipe.

49 CFR Ch. | (10-1-12 Edition)

III. Periodic tests for welders of small service
lines. Two samples of the welder’s work, each
about 8 inches (203 millimeters) long with
the weld located approximately in the cen-
ter, are cut from steel service line and tested
as follows:

(1) One sample is centered in a guided bend
testing machine and bent to the contour of
the die for a distance of 2 inches (51 millime-
ters) on each side of the weld. If the sample
shows any breaks or cracks after removal
from the bending machine, it is unaccept-
able.

(2) The ends of the second sample are flat-
tened and the entire joint subjected to a ten-
sile strength test. If failure occurs adjacent
to or in the weld metal, the weld is unaccept-
able. If a tensile strength testing machine is
not available, this sample must also pass the
bending test prescribed in subparagraph (1)
of this paragraph.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-85, 63 FR 37504, July 13, 1998;
Amdt. 192-94, 69 FR 32896, June 14, 2004]

APPENDIX D TO PART 192—CRITERIA FOR
CATHODIC PROTECTION AND DETER-
MINATION OF MEASUREMENTS

1. Criteria for cathodic protection— A. Steel,
cast iron, and ductile iron structures. (1) A neg-
ative (cathodic) voltage of at least 0.85 volt,
with reference to a saturated copper-copper
sulfate half cell. Determination of this volt-
age must be made with the protective cur-
rent applied, and in accordance with sections
IT and IV of this appendix.

(2) A negative (cathodic) voltage shift of at
least 300 millivolts. Determination of this
voltage shift must be made with the protec-
tive current applied, and in accordance with
sections II and IV of this appendix. This cri-
terion of voltage shift applies to structures
not in contact with metals of different an-
odic potentials.

(3) A minimum negative (cathodic) polar-
ization voltage shift of 100 millivolts. This
polarization voltage shift must be deter-
mined in accordance with sections IIT and IV
of this appendix.

(4) A voltage at least as negative (cathodic)
as that originally established at the begin-
ning of the Tafel segment of the E-log-1
curve. This voltage must be measured in ac-
cordance with section IV of this appendix.

(5) A net protective current from the elec-
trolyte into the structure surface as meas-
ured by an earth current technique applied
at predetermined current discharge (anodic)
points of the structure.

B. Aluminum structures. (1) Except as pro-
vided in paragraphs (3) and (4) of this para-
graph, a minimum negative (cathodic) volt-
age shift of 150 millivolts, produced by the
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